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BARCLITE FIBERGLASS PANELS 

UNLIMITED USES LASTING BEAUTY UTILITY 



Shatterproof Barclite Translucent panels represent a new force in 
building materials that offer unlimited design possibilities — functional and 
decorative — on all types of construction. 

Manufactured under the highest quality control standards, Barclite is 
able to take full advantage of the ‘ free 9 daylight yet remove the harmful, glaring 
qualities of raw sunlight, Barclite diffuses the light evenly 
in all directions. 

Too, with infrablok©—an exclusive heat-blocking ingredient — Barclite 
remains cooler ,,, longer and, at the same time, effectively reduces 
the sun 9 s infra-red heat penetration. 





Barclite is recommended for maximum light distribution ... maximum 
light transmission,,, maximum beauty with protection ,,, with minimum 
cost for installation and maintenance. 

Available in many styles (corrugated , flat , step-down and 5 V- crimp ) y 
surface finishes (smooth and crinkle) and colors (14). 




Will support over 
100 lbs. per sq. ft. 
Resists damage from 
vibrations, rocks, hail 
stones. 


Extremely light in 
weight. Can be cut, 
sawed, nailed or 
drilled with simple, 
everyday tools. 


Light and Infra-red 
heat transmission 
can be varied with 
our wide range of 
colors. 


Will not rust, scale, 
mildew or rot. In¬ 
active and immune 
to most acids, al¬ 
kali and chemicals. 


BARCLITE is rein¬ 
forced with heavy 
non-combustible fi¬ 
berglass mat serv¬ 
ing as a shield. 



UNDERWRITERS 

LABORATORIES 


GOOD HOUSEKEEPING APPROVAL ON SOCIETY OF THE 

GUARANTY STANDARD, PLASTICS INDUSTRY 

FR BARCLITE 



FACTORY MUTUAL 

APPROVAL 25 YEARS OF 

ON FR BARCLITE LEADERSHIP 


Barclite exceeds all requirements of U. S. Department of Commerce’s 


Commercial Standard CS-214-57. 


Barclite is in Compliance with the Southern Standard Building Code. 


















































































BARCLITE ARCHITECTURAL SPECIFICATION GUIDE * 


SERIES 

CORRUGATION 

PANEL 

1 WifTTU 

COVERAGE 

WIHTM 

PANEL 

i ruftTU 

SIDE 

FINISHES 

CORRU- 

NESTING 

DATA 

COLORS 

(INCHES) 

I VYlMlri 

(INCHES) 

fiiui n 

(INCHES) 

Ltma i ri 

(FEET) 

LAP 

SURFACES | EDGES 

GATIONS 

(WILL 

MATCH) 

(BLOCK #) 


600 


26 

24 

8,10,12 

1 

smooth 

both dn 

10 


1 


*27% 

24 

1% 

smooth 

1 up 1 dn 

10V2 


1 

Nominal 


*33% 

29% 


1 % 

smooth 

1 up 1 dn 

12% 

standard 

1 






crinkle 



2V 2 " metal 


thick- 

2%x% 

34 

32 

8.10,12 

i 

both dn 

13 

corr. 

2 

ness .06" 

40 

37% 

i 

crinkle 

both dn 

15 

sheets 

2 

Nominal 

Panel 

Weight 

Per 

Sq. Ft. 


40 

37% 

8, IQ, 12 

i 

smooth 

both dn 

15 


1 

Step-down 

41Va 

- 

11'9" 

- 

crinkle 

1 " lips 

13 steps 

— 

2 

8 oz. 



26 

— 



smooth 


—, 

_ 

3 



36 


8,10 

— 

smooth 

— 

— 


3 

Fiber 

Flat 

44 

— 


— 

smooth 


— 

— 

3 

Glass 

Content 

Per 


26 

36 

- 

8,10,12 

— 

crinkle 

crinkle 

- 

- 

— 

2 

2 

Sq. Ft. 
Minimum 

2 oz. 

2.67 X % 

35 

32 

8,10,12 

1V2 

smooth 

1 up 1 dn 

13V2 

standard 

2.67 x 

crystal 


47 

45% 

1 

smooth 

both dn 

17V2 

% alum. 

corr. 

sheets 

green 





4.2 x 1-1/16 

42 

374/5 

8,10,12 

1 

smooth 

both dn 

10 

4.2 

asbestos 

crystal 










corr. 

sheets 

green 


5 V-Crimp 

26 

24 

8 

2V’s 

smooth 

both dn 


with matching 
5V-Crimp 

crystal 





metal 

sheets 

green 







m x v* 

26 

24 

8,10,12 

1% 

smooth 

1 up 1 dn 

20% 

standard 

IW' metal 
corr. 

1 


Corrug. 








sheets 



IY 4 X V4 








will fit 



Fluted 

*32 

—~ 

10 

" 

smooth 

both dn 

26 

V 4 " channel 
framing 

1 


500 

Nominal 

thickness 

.045" 

Nominal 

Panel 

Weight 

Per 

Sq. Ft. 

6oz. 

Fiber 

Glass 

Content 

Per 

So. Ft. 
Minimum 
1% oz. 

2% x 1/2 

26 

34 

40 

24 

32 

37% 

8,10,12 

1 

1 

1 

smooth 

crinkle 

crinkle 

both dn 
both dn 
both dn 

10 

13 

15 

standard 

2%" metal 

corr. 

sheets 

1 

2 

2 

Step-down 

3*%^ 

41% 


11*9" 

2 

crinkle 

1" lips 

13 steps 

- 

2 

11/4 x y4 

Corrug. 

26 

24 

8,10,12 

1% 

smooth 

1 up 1 dn 

20% 

standard 

11 / 4 " metal 

corr. 

sheets 

1 

li/4 x Va 

Fluted 

*32 

— 

10 

— 

smooth 

both dn 

26 

will fit 

1 / 4 " channel 
framing 

1 


FIRE 

RETARDANT 

<FR) 

BARCLITE 


Specify when building codes require Underwriters' Label (flame spread under 75) or Factory Mutual Approval. These panels will not 
support combustion, will not ignite below 800°F. and are self-extinguishing on removal of flame source. FR Barclite is available in 
all standard sizes, shapes, weights and colors on special quantity order. 


* Available on special quantity orders only—as are other non-standard sizes, weights and colors. 


BLOCK NO. 1 

% TRANSMISSION 

COLORS 

LIGHT 

INFRA-RED 

Ice Clear 

87 

61 

Crystal Green 

77 

50 

Dawn Gray 

54 

28 

Palm Yellow 

48 

25 

Melon Green 

40 

36 

Sea Isle Rose 

33 

22 

Milky White 

30 

8 

Lagoon Blue 

20 

20 


BLOCK NO. 2 

% TRANSMISSION 

COLORS 

LIGHT 

INFRA-RED 

Lanai Yellow 

48 

12 

Lanai White 

35 

6 

Lanai Lt. Green 

34 

38 

Lanai Green 

25 

32 

Lanai Red 

4 

41 


BLOCK NO. 3 

% TRANSMISSION 

COLORS 

LIGHT 

INFRA-RED 

Ice Clear 

87 

61 

Crystal Green 

77 

50 

Horizon Blue 

70 

64 


Composition: Barclite is composed of approximately 73% 
light stabilized polyester resins with 27% glass reinforcement 
by weight. 

Chemical Resistance: Barclite is immune to effects of mois¬ 
ture, brine and sea air; will not rust, scale, mildew or rot; is 
not affected by mild acid or alkalies or most industrial fumes. 
Fire Resistance: Barclite withstands sparks, cinders, lighted 
cigarettes on its surface without igniting. Approximately 
800 °F. is necessary to cause ignition. The glass fibers serve 


as an inorganic, non-combustible flame barrier. 

Tensile Strength: Average over 15,000 lbs. per square inch. 
Flexural Strength : Average 30,000 lbs. per square inch. 
Impact Resistance: Barclite exhibited no appreciable dam¬ 
age under a simulated hail test of 60 mph. 

Thermal Conductivity: K Factor-1.5. BTU per sq. foot/inch 
thickness/hour/ ° F. 

Barcol Hardness: 50-55. 


eje In specifying Barclite , simply supply the Series Number , 
Corrugation Size , Panel Width , Panel Length , Surface Finish and Color. 




































































BARCLITE DESIGNERS’ GROUP 

TRANSLUCENT DECORATIVE VERSATILE 


This new series combines the exquisite natural beauty of delicate 
fabric patterns and Japanese shoji designs with the remarkable qualities 
of Bar elite. Actual leaves , ferns, butterflies, gold lace and 
other beautiful designer fabrics are permanently fused in Bar elite 
translucent fiberglass reinforced panels forming unusually lovely designs. 

Bar elite decorative panels softly diffuse natural or artificial light and 
add an airy spacious look to any decor. Barclite panels are equally 
versatile for home, industrial and commercial use. They make handsome 
room dividers, partitions, portable shoji screens, indirect lighting panels. 



Unusual treatment for cabinet doors. 



NOTE: 


sliding doors, dropped ceilings, underlit table tops. 

They also add an elegant atmosphere in reception rooms, lobbies, 

offices, hotels, shops and dining area. 

Barclite decorative panels are easy to install . 


Intimate charm added in reception areas 


Kitchen cabinet doors and space divider 


PATTERNS 

STYLE 

SIZE 

♦♦ABACA—-Woven Cane 

Flat 

Flat 

36" x 72" 
36" x 96" 

♦AUTUMN WOOD—Random Pattern, Butterflies and 
Assorted Leaves w/Metallic Flecks 

Flat 

36"x 72" 

♦JAPANESE GARDEN —Scenic Design, Butterflies and 
Foliage (Metallic Flecks at bottom panel) 

Flat 

24"x 72" 

♦OUR TOWN —Illustration of Manhattan’s 

Brownstone Buildings—in Color 

Flat 

36"x 72" 

Illustration of Manhattan’s 

Brownstone Buildings—in Black and White 

Flat 

36"x 72" 

♦STAINED GLASS—Venetian Stained Glass Motif 

Flat 

36"x 72" 

♦THREAD OF GOLD—Gold Diamond 

Flat 

Flat 

1V4" Corrug. 

26"x 96" 
36"x 72" 
26" x 96" 

♦WILD FERN —Random Ferns 

Flat 

36" x 72" 


1) The color of all panels is Ice Clear and the finish is smooth on both sides. 

2) The nominal thickness of lightweight-non-structural is 5/128", heavyweight-structural is 3/32". 
*3) These patterns are available in lightweight-non-structural and heavyweight-structural thickness. 




Exciting new ceiling treatments. 


Decorative screen that adds charm and beauty. 


**4) Abaca is only available in heavyweight-structural. 
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BARCLITE DESIGNERS’ GROUP DECORATIVE PATTERNS Ba 


Barclite decorative fiberglass panels are Translucent. Barclite 
is lightweight, easy to maintain, easy to work into room dividers, portable screens 
and partitions, patios, coffee table tops, office reception room panels, restaurant 
booth dividers, hotel lobby partitions and beauty parlors. 



ABACA (actual size of pattern) 


THREAD OF GOLD (actual size of pattern) 


OUR TOWN (color approx. 18 size of pattern) 


OUR TOWN (Black & White approx. 1 8 size of pattern) 


JAPANESE GARDEN (approx. 16 size of pattern) 


STAINED GLASS (approx. 1/6 size of pattern) 


AUTUMN WOOD (approx. 1/6 size of pattern) 


WILD FERN (approx. 1/6 size of pattern) 









































BARCLITE INSTALLATION DETAILS 


4" Min. lap 
with straw bolt or 
commercial fasteners 

6 ' Max. between girts 


Side laps should be laid away 
from prevailing winds 



METAL BUILDING CONSTRUCTION 
Sidelights Roofs and Skylights 

Max span 4' 
for 2Vi corrugation 
4'6" for 2.67 & 4.2 corrugi 


metal ridge 


^Bolt & washer 
Closure strip optional 



6 " End Lap, 


Corner Assembly Detail 

Bolt and washer 12" to 16" CC 
Closure strip optional 

Metal or asbestos corner roll 


Self tapping screws 
g with neoprene washer 

^ fj Commercial stud 

Conventional Type 
» Strap hanger Fasteners 
Used in metal 

“J” straw hanger building construction 
or puritan nail 


Patios, Car Ports 


End or side wall aluminum flashing 
where panel meets wall in 
new construction 
prior to plastering. 


To seal over lapping panels, 
use Barclite clear Mastic Sealer 



Cross Bracing; 

600 series every 4 ft. 
500 series every 3 ft. 


Corrugated wood or 
rubber molding to close 
opening (optional) 


.tatter Spacing: For rafters and framing, 
center to center spacing is figured as 
follows for 2W' corrugation: 

26" panel - 24" CC — (1 lap) 

27!/2" panel- 24" CC —(IV 2 lap) 

3 4" panel — 3 2" CC — (1 lap) 

40" panel — 37%" CC — (1 lap) 






CLEAR 

MASTIC 

SEALER 

Clear, non-yellowing, 
wherever a 
waterproof 
weatherproof 
seal is required. 
Coverage 
approximately 
50 lineal ft. per pint. 
Pints, quarts, gallons 
available. 





NAILS & 
SCREWS 

Full assortment. 
Weatherproof 
aluminum screw nail 
with neoprene washer 
(9V6 gauge x 
long); No. 10 X 1V4" 
round-head aluminum 
screw; No. 14 x IVi" 
hexagonal headed 
stainless steel 
self-topping screw 
with weatherseal 
neoprene washer. 



MAIN OFFICE AND PLANT 

Barclite occupies 200,000 square feet of 
manufacturing space in the Barclay Build¬ 
ing; strategically located and equipped to 
make direct shipments by water, rail or 
highway to assure better service. 


BARCLITE CORPORATION OF AMERICA 

An Affiliate of Barclay Manufacturing Company, Inc. 

385 GERARD AVENUE • BARCLAY BUILDING • NEW YORK 51, NEW YORK 

FORM NO. BI-60-121 (200M/B&M) PRINTED IN U.S.A. 
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